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be placed in a land treatment unit un-
less the owner or operator operates the
facility in accordance with a manage-
ment plan for these wastes that is ap-
proved by the Regional Administrator
pursuant to the standards set out in
this paragraph, and in accord with all
other applicable requirements of this
part. The factors to be considered are:

(1) The volume, physical, and chem-
ical characteristics of the wastes, in-
cluding their potential to migrate
through soil or to volatilize or escape
into the atmosphere;

(2) The attenuative properties of un-
derlying and surrounding soils or other
materials;

(3) The mobilizing properties of other
materials co-disposed with these
wastes; and

(4) The effectiveness of additional
treatment, design, or monitoring tech-
niques.

(b) The Regional Administrator may
determine that additional design, oper-
ating, and monitoring requirements
are necessary for land treatment facili-
ties managing hazardous wastes FO20,
FO21, FO22, FO23, FO26, and FO27 in
order to reduce the possibility of mi-
gration of these wastes to ground
water, surface water, or air so as to
protect human health and the environ-
ment.

[50 FR 2004, Jan. 14, 1985]

Subpart N—Landfills

SOURCE: 47 FR 32365, July 26, 1982, unless
otherwise noted.

§ 264.300 Applicability.

The regulations in this subpart apply
to owners and operators of facilities
that dispose of hazardous waste in
landfills, except as § 264.1 provides oth-
erwise.

§ 264.301 Design and operating re-
quirements.

(a) Any landfill that is not covered
by paragraph (c) of this section or
§ 265.301(a) of this chapter must have a
liner system for all portions of the
landfill (except for existing portions of
such landfill). The liner system must
have:

(1) A liner that is designed, con-
structed, and installed to prevent any
migration of wastes out of the landfill
to the adjacent subsurface soil or
ground water or surface water at any-
time during the active life (including
the closure period) of the landfill. The
liner must be constructed of materials
that prevent wastes from passing into
the liner during the active life of the
facility. The liner must be:

(i) Constructed of materials that
have appropriate chemical properties
and sufficient strength and thickness
to prevent failure due to pressure gra-
dients (including static head and exter-
nal hydrogeologic forces), physical con-
tact with the waste or leachate to
which they are exposed, climatic condi-
tions, the stress of installation, and
the stress of daily operation;

(ii) Placed upon a foundation or base
capable of providing support to the
liner and resistance to pressure gra-
dients above and below the liner to pre-
vent failure of the liner due to settle-
ment, compression, or uplift; and

(iii) Installed to cover all sur-
rounding earth likely to be in contact
with the waste or leachate; and

(2) A leachate collection and removal
system immediately above the liner
that is designed, constructed, main-
tained, and operated to collect and re-
move leachate from the landfill. The
Regional Administrator will specify de-
sign and operating conditions in the
permit to ensure that the leachate
depth over the liner does not exceed 30
cm (one foot). The leachate collection
and removal system must be:

(i) Constructed of materials that are:
(A) Chemically resistant to the waste

managed in the landfill and the leach-
ate expected to be generated; and

(B) Of sufficient strength and thick-
ness to prevent collapse under the pres-
sures exerted by overlying wastes,
waste cover materials, and by any
equipment used at the landfill; and

(ii) Designed and operated to func-
tion without clogging through the
scheduled closure of the landfill.

(b) The owner or operator will be ex-
empted from the requirements of para-
graph (a) of this section if the Regional
Administrator finds, based on a dem-
onstration by the owner or operator,
that alternative design and operating
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